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A PACCAR COMPANY

FT CF/75

4x2 Prime Mover

Engines

CF75.250; 183 kW
CF75.310; 228 kW
CF75.360; 265 kW

GVMY
17400 kg

Max. front®:
Max. rear:

6500 kg
10900 kg

GCMm?

38000 kg

Wheelbase - AE Unladen weight?

Gross Carrying Capacity

WB AE Front Rear Total Front Rear Total
3.25 084 4365 1805 6170 1635 7195 8830
3.60 0.99 4370 1850 6220 1630 7150 8780
3.80 0.99 4380 1830 6210 1620 7170 8790
WB AE Front Rear Total Front Rear Total
325 0.84 4460 1805 6265 1540 7195 8735
3.60 0.99 4465 1850 6315 1535 7150 8685
3.80 0.99 4475 1830 6305 1525 7170 8695

Variable dimensions

TL _ HA? HAY TKY  Tw®9
039 370 186 070 547 099 096 1191 13.32
039 420 186 057 597 099 097 1281 14.24
039 440 186 083 617 099 096 1333 14.77
AC CE __ CH? KA TL _ HA? HAY TKY TwWY
082 327 186 068 547 099 096 1191 13.32
082 377 186 076 597 099 096 1281 14.42
082 397 186 080 617 099 096 1333 14.77

Other dimensions

RB:0.97

SB: 1.82

TB:2.44 CB:0.24
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1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3)  Axle load with standard tyre size.

4)  Chassis and Cab Weight calculated with: Standard specification items and empty fuel tank. With

Sleeper Cab; + 105 kg at front; Roof kit with extenders +73kg.

5) Cab height is measured from frame member to closed cabin roof hatch. With air intake on cab roof:

+0.14m.
6) Calculate customer specific KA with TOPEC.
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7) Unladen height at centre of driven axle(s).

8) Laden height at centre of driven axle(s).

9) TK = turning circle between kerbs (For comparison purposes only).
TW = turning circle between walls (For comparison purposes only).
Unladen height at centre of front axle(s).

12) Laden height at centre of front axle(s).

13) CBis based on standard intake and/or exhaust.







